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( 10-1) ( Specifications

Sheet

Max. 740 mm (29.1”) (width) X 1,100 mm (43.3”) (length)
Min.(*) 210 mm (8.3”) (width) X 210 mm (8.3”) (length)

Sheet Weight Range

35 gsm to 220 gsm

Folding Speed

1,000 mm x 700 mm (39.4” x 27.6”) 16-page Fold 11,000 sheet/ hr
700 mm x 500 mm (27.6” x 19.7”) 18,000 sheet / hr
A4 Parallel Fold (Finished Size: A5) 36,000 sheet / hr
A3 Parallel Fold 26,000 sheet / hr
A3 Cross Fold (Finished Size: A5) 20,500 sheet / hr

Maximum Belt Speed

230 m (755 ft) /min

Maximum Pile Height

Max. 750 mm (29.5”) (Within 600 kg / 1,323 Ib)

Feeding Mechanism

Rotary Feeder with Suction Head
1 Cylinder Separator Head

(Feed interval and suction time are adjustable.)

Slit Perforation

Parallel Cut: 10 mm (0.39”) Blank: 4 mm (0.16”)
Cut: 4 mm (0.16”) Blank: 2.5mm (0.1")

Below Knife Cut: 9 mm (0.35”) Blank: 3 mm (0.12”)

Perforation

Minimum Perforation Distance: 66 mm (2.6”)
Minimum Distance from Sheet Edge: 12 mm (0.48”)
Cut: 2.5 mm (0.1”) Blank: 0.8 mm (0.3”)

Scoring

Scoring Width: about 1 mm (0.04”) (depend on the sheet type)

Monitor

9 inch, Black and Wide, LCD with Touch Panel

Monitor Screens

Fold Pattern, Roller Gap, Set up, Counter,

Memory, Reset, Check / Instruction, Function, Properties

Fold Pattern

14 Patterns, Custom pattern can be entered by using Numeric Keypad screen.

Automatic Setting Parts

Register Guide (1 pc) Feed Table Guide (1 pc)

Buckle Chutes 1 through 4 (4 pcs) Knife Stopper (2 pcs) Total 8 pcs

Setting Precision

Setting Dimension: + 1.0 mm (0.04”) Repeating Precision: + 0.1 mm (0.004”)

Memory

UP to 100 jobs can be stored. (size, speed, feed interval, suction time)

Voltage / Frequency

Feeder: 400 V 3- phase 50 Hz5.0 A 220V 3-phase 50/60 Hz 11.0 A
Cross Folder: 400 V 3-phase 50 Hz2.8 A 220V 3-phase 50/60 Hz 5.3 A

Machine Dimensions

Main Body: 3,880 (W) x 1,640 (D) x 1,617 (H) mm (152.8” x 64.7” x 63.7")
Conveyor: 1,280 (W) x 740 (D) x 1,070 (H) mm (50.4’x 29.2’x 42.2”)

Weight

Main Body: 1,768kg (3,788 Ib) Conveyor: 81kg (179 Ib) Pump: 66kg (146 Ib)

The machine design and specifications are subject to change without prior notice.
(*) Register guide - Minimum set position: 82 mm (3.2”)
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