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5. Specifications and Accessories

This chapter describes the specifications and accessories of this machine.

Model MKU-54

Sheet Size
Max. W 540 x L 330 mm (21.2" x 13.0")

Min. W 160 x L100 mm (6.3" x 4.0")

Max. Folding Thickness
Max. 2 mm (0.078") 
(Booklet of 40 pages [81gsm] )

Sheet Weight Range 35 to 220 gsm

Belt Speed 50 to 240 m/min.

Voltage/Frequency

Single Phase 200 V, 50 / 60 Hz
Single Phase 208 V, 50 / 60 Hz
Single Phase 220 V, 50 / 60 Hz
Single Phase 230 V, 50 / 60 Hz

Rated Current

200 V, 50 / 60 Hz, 1.3/1.5 A
208 V, 50 / 60 Hz, 1.3/1.5 A
220 V, 50 / 60 Hz, 1.3/1.4 A
230 V, 50 / 60 Hz, 1.3/1.4 A

Power Consumption

200 V, 50 / 60 Hz, 300/315 W
208 V, 50 / 60 Hz, 310/320 W
220 V, 50 / 60 Hz, 320/325 W
230 V, 50 / 60 Hz, 325/330 W

Heat Output 950 kJ (230 kcal)

Available Folding Machine and Stitcher

AFC-504KT/AFC-504AKT/AFC-544AKT/
AFC-546AKT/AF-544/
AFC-742K/AFC-744AKT/
SPF-20/SPF-20A/SPF-30

In-feed Height
Highest Position : 960 mm (37.8�)

Lowest Position : 570 mm (22.5�)

Delivery Height
Highest Position : 845 mm (33.2�)

Lowest Position : 455 mm (18.0�)

Machine Dimensions
W 1,100 x D 800 x H 1,350mm  
( 43.3" x  31.5" x  53.2")

Machine Weight 250 kg (551.2 lb)
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