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6.Appendix
This section includes the specifications, accessories, and the index.
™
6-1 ( Specifications
Model PST-40

Stacking Method

Overlapped delivery

Stacking Width

Max. 440 mm (17.3") [Straight delivery 470 mm (18.5")]

Stacking Length

Min. 64 mm (2.5")

Production Speed

Depends on the fold machine. [Max. 230 m (9.1") per minute]

Off-set Method

Sliding infeed section

Off-set Setting

At pre-determined intervals, single sheets or batches of sheets may be offset.

Off-set Amount

30 mm (1.18")

Infeed Section Height

400 to 920 mm (15.7" to 36.2") [The distance between the top and
bottom positions of the tilt conveyor is about 200 mm (7.8")]

Elevation Method

Motor driven

Compression Section

Two compression methods: air extraction roller and compression roller

Air Extraction Roller

Adjustable gap using the air extraction roller gap lever.

Compression Roller

Adjustable gap using the roller gap adjuster.

Conveyor Speed

Adjustable within 0 to 9 m (35.5") per minute

Machine Positioning

Leveling bolts and casters with stoppers.

Error Detection

Cover Open [If an error occurs, the PST-40 stops and
the fold machine stops feeding]

Other Functions

Total Counter (the number of the folded sheet/ the times of offset)

Preset counter up to four digits.

Choice between in-line mode (PST -40 starts and stops with fold machine)
and Off-line mode (PST -40 operates independently).

Automatic stop function operates if a folded sheet is not
transported into the PST-40 within 15 seconds.

Eject Button [Eject sheet while pressing the button]

Machine Dimensions

(WxDxH)

Shipping: 1230 x 790 x 1230 mm (48.3" x 31.2" x 48.3")

Operating: 1800 x 790 x 1230 mm (70.9" x 31.2" x 48.3")

Weight

280 kg (6171b)

Required Power

220/230 V Single Phase 50/60 Hz

Rated Current

1.4A (220 V, 50/60 Hz) 2.3A (230 V, 50 Hz) 2.2A (230 V, 60 Hz)
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