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AACCIIEERRAA  2233  CCNNCC  BBOOHHRRMMAASSCCHHIINNEE  

MMiitt  AAcciieerraa  IISSOO3300  SScchhnneellllwweecchhsseellssyysstteemm  

MMaasscchhiinnee  ggeepprrüüfftt  uunndd  110000%%  ffuunnkkttiioonnssffäähhiigg  

HHeerrvvoorrrraaggeennddeess  PPrreeiiss--LLeeiissttuunnggssvveerrhhäällttnniiss  

MMIITT  CCNNCC  HHEEIIDDEENNHHAAIINN  TTNNCC  112255  
Technische Daten 
Bohrleistung in Stahl    23 mm  
Gewindeschneiden in Stahl   M18  
Spindeldrehzahlen: stufenlos von   45 U/min bis 4000 U/min  
Spindelhub     120 mm  
Tischlänge     590 mm  
Tischbreite     320 mm  
Abstand zwischen Tisch und Spindel min.  110 mm  
Abstand zwischen Tisch und Spindel max.  570 mm  

Arbeitsweg Längs    500 mm  
Arbeitsweg Quer     300 mm  
Vorschübe    0.02-0.6 mm/min  
Anschluss     50 Hz 3x 380 Volt  
Leistung     4.0 kWA  
Maschinengewicht ca.    2110 kg  
Abmessungen Maschine:    Länge 1700 mm, Breite 1400 mm, Höhe 2100 mm  
 
Technische Daten unverbindlich. 

 
 

ACIERA 23 CNC DRILLING MACHINE 
With Aciera ISO30 quick change system 

Machine tested and 100% functional 
Excellent price-performance ratio 
WITH CNC HEIDENHAIN TNC 125 

Technical data 
Drilling capacity in steel    23 mm  
Thread cutting in steel    M18  
Spindle speeds: continuously variable from  45 rpm to 4000 rpm  
Spindle stroke     120 mm  
Table length     590 mm  
Table width     320 mm  
Distance between table and spindle min.  110 mm  
Distance between table and spindle max.  570 mm  
Longitudinal travel    500 mm  
Working distance across    300 mm  
Feeds      0.02-0.6 mm/min  
Connection     50 Hz 3x 380 volts  
Power      4.0 kWA  
Machine weight approx.    2110 kg  
Dimensions machine:    length 1700 mm, width 1400 mm, height 2100 mm  
 
Technical data non-binding. 
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