
2 - Job specifications

Note: the figures below represent what the BDF is capable of producing. 

The device feeding paper to the BDF may alter those specifications.

Type  of paper :

Any type of paper except paper with a window and transparent paper.

• Coated / uncoated (60 - 200gsm) (16 lb bond - 110 lb index).

• Cover : 80 - 300gsm (20 lb bond - 10 pt cover stock).

Paper size :
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Min = 203mm (8")

Max = 520mm (20.5")

Min = jog 0 : 127mm

(5")

   jog 1 : 134mm

(5.3")

Max = 356mm (14")

Min = jog 0 : 127mm

(5")

   jog 1 : 134mm

(5.3")

Max = 356mm (14")

Min = 101mm (4")

Max = 260mm (10.25")

Min = jog 0 : 127mm (5")

jog 1 : 134mm (5.3")

Max = 356mm (14")

Min = 160mm (6.3")

Max = 297mm (11.7")

 Max. trim =20mm (0.8") 

Saddle stitching

For “Jog 0” and “Jog 1” description,

see “3-Stitching system descrip-

tion”.

Top/Side stitching

Folding/Trimming



Book thickness :

Saddle stitching (stitches in the middle of the paper sheets, then fold and trim) :

- between 2 and 22 sheets of 80gsm (20 Lbs bond) or equivalent thickness (cover inclu-

ded).

Corner or top stitching:

- between 2 to 55 paper sheets of 80gsm (20Lbs bond) or equivalent thickness (cover

included).

Number of sets per hour :

- Stitching only: 

- Stitching and folding : 

- Stitching, folding and trimming :

Input speed of the machine :

500 mm/s to1800 mm/s.

Stitcher limits:

See “Stitching system description” further.

Folder :

Automatic spacing of the rollers :

Theorical values.

Trimmer :

Length of the cut.

Capacity of chip container: cuts from 8000 sheets of 80 gsm (20Lb bond) with a 5 mm cut.

Conveyor :

Motion step.

Capacity : 42 sets of A4 (8x10) size composed of 10 sheets of 80gsm (20lb bond).
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Min. 0.25 mm (9.8 mil.) Pos. # 1

Max. 4 mm (0.16 in.) Pos. # 10

Default value 0.4 mm (5.7 mil.) Pos. # 2

Depending on the quantity of sheets per set

and the parameters setted in the downs-

tream machines (see install manual).

Min. 0 mm (0 in.)

Max. 20 mm (0.8 in.)

Standard 5 mm (0.2 in.)

Min. +/- 6 mm (+/- 0.2") position 1

Max. +/- 180 mm (+/- 7") position 30

Default value +/-48 mm (+/- 1.9") position 8
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