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OPTIMAT KDF 340               

0-261-20-0050

SETTING UP PLAN OPTIMAT KDF 340 SFK PL 2006

Basic machine G.0

AIR CONSUMPTION

ELECTRIC SUPPLY

CA. 8.5 KW

COMPRESSED AIR CONECTION

SUCTION CAPACITY
Ø 100MM  790 M3
/H
Ø 120MM 1140 M3
/H
AIR VELOCITY

CA. 2000 PA

OPERATING VOLTAGE

TOTAL CONNECTED LOAD

LOSS OF PRESSURE                        * *

400V - 3 PH - 50 HZ

1100 KG

FEED DIRECTION

WEIGHT

LINE LENGTH

FUSE

LIST OF RECOMMENDED GLUE TYPES:

CROSS-SECTIONAL AREA ..MM/2

16 A 20 A 25 A 35 A 50 A 63 A

- 10 m
10 - 20 m
20 - 30 m

2.5 mm2
2.5 mm2
2.5 mm2

2.5 mm2
4.0 mm2
4.0 mm2

4.0 mm2
4.0 mm2
6.0 mm2

6.0 mm2
6.0 mm2
10.0 mm2

10.0 mm2
10.0 mm2
16.0 mm2

16.0 mm2
16.0 mm2
16.0 mm2

E+D

2x Ø100

6 BAR / Ø 1/2"

28 M/SEC

ca. 350 NL/MIN

Optimat KDF 340
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