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KV-10 PLUS

STROJ ZA LJEPLJENJE KAPITALNE I
POKAZNE TRAKE NA KNJIZNI BLOK

Stroj za ljepljenje kapitalne i pokazne trake na knjizni blok kod malih i srednjih serija.
Sastoji se od jedinice za ljepljenje kapitalne trake i jedinice za ljepljenje pokazne trake. Po
potrebi moze raditi samo jedinica kapitalne trake ili obe jedinice. Pokazna traka se reze
na zadanu duljinu i pri¢vricuje se na knjizni blok ispod kapitalne trake. Na ekranu mogu
se podesiti duljine rezanja.

TEHNICKI PODACI:

- max format knjiznog bloka: 45 x 40 cm

- min veli¢ina knjiznog bloka: 10x 7 cm

- debljina (min - max): 10 - 70 mm

- mehanicka brzina: 300 ciklusi/ sat

- max Sirina kapitalne trake; 12 mm

- Sirina pokazne trake: 4 mm

- dimenzija obostrane ljepljive trake: 9 mm

- ukupna potrebna snaga: 0.16 kW

- napon: V 220/ Hz 50/ Ph 1 (na zahtjev se moze mijenjati)
- komprimirani zrak: na zahtjev i isporuku kupca: litara / minuta 250 - atm 6
- dimenzije pakiranog stroja: 105 x 55 x h150 cm

- bruto tezina: 130 kg

KV-10 PLUS
HEAD AND TAIL BAND MACHINE

Machine is a head and tail banding machine for short and medium runs. It is consists of a
double-head that applies the head and tail bands simultaneously , a device which cuts
theribbon to the length required and attaches it underneath the head band.

TECHNICAL DATA:

- max book block format: 45 x 40 cm

- min book block size: 10x 7cm

- thickness (min - max): 10 - 70 mm

- mechanical speed: 300 cycles / hour

- coil support: max 1

- max capital width: 12 mm

- bookmark width: 4mm

- bookmark length: electronically controlled

- double-sided tape dimensions: 9 mm

- total power required: 0.16 kW

- voltage: V 220/ Hz 50 / Ph 1 (modifiable on request)
- compressed air: requested and supplied by the customer: liters / minute 250 - atm 6
- packed machine dimensions: 105 x 55 x h150 cm

- gross weight: 130 kg




