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I-Cut 130 PortionCutter

Location of the connections

All unit of measurements are in millimeters and can vary +/-

Item Connections and
specifications Notes

Manufactured according
to IEC,UL/CSA

Main supply
Voltage

Default:
3X380-480VAC + PE

Options:
3X208-230VAC + PE

Frequency (Hz) 50/60Hz

Nominal current Max:
4,5A@400V, 8A@230V

Largest motor FLA 1,1A FLA=full load Ampere (A)

Nominal power Basic machine: 2kW
Options:
E04 or F01,G02: + 1kW

Short circuit rating IK max ≤ 10kA /
IK min > 125A According to 60204-1:2014  §17.2

Max fuse/breaker
(type C or slower) 3x32A (C type or slower) To be supplied by the customer

Can be replaced by a similar type
Recommended
fuse/breaker

According to applicable standards and
clauses. IEC947-2 or equivalent

Cable size for main
switch

Max: 4x25mm2

Min: 4x2,5mm2

Residual current circuit
breaker

≤ 90mA, continuous
≤ 800mA, ≤1 ms at power-on Type B or K, >150mA
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Emergency stop See the location of E-stop on the
machine layout

Ingress protection IP 66 / NEMA 4X

Network Connection RJ45, shielded
Internet is needed for Secomea
through one of the following ports; 80
or 443

Compressed air 1/4” BSP

Pressure: At least 6 bar
Consumption: 20 liters/minute
Must be dry air according to ISO 8573-
1

Cold water 1/2” BSP
Consumption: Max flow 5 liters/minute
at 2 to 4 bar

Drainage  Ø 89

Weight 850 Kg

Noise level 71 dB(A)
Ambient temperature 0 to 35 °C
Humidity 10 to 90 %
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Dimensions
Dimensions depend on the options chosen.

The length of the machine with; B00, B01, B02 & F01 is determined by the variant of Infeed and Outfeed
chosen.

Length of B00 also equals length of B03
Length of B01 also equals length of B04
Length of B02 also equals length of B05

All unit of measurements are in millimeters and can vary +/-

B00 = 3150 +/-

B01 = 4150 +/-



09-06-2021
LR0309

Page 4 of 6
TECHNICAL DATA
© Marel

B02 = 3500 +/-

Distance between Outfeed belt and Trim
takeaway belt is 290 +/-

LR0309B00 + LR0309F01 = 3290 +/-
LR0309B01 + LR0309F01 = 4280 +/-
LR0309B02 + LR0309F01 = 3625 +/-
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Requirements for the foundation bolts and the foundation

The foundation bolts
 Consists of M 8 threaded rods.
 The quality of the threaded rods and bolts must be A4 stainless steel.
 At least 100 mm must be in contact with the concrete floor.

The foundation
 The concrete floor must have a minimum thickness of 150 mm and must be without cracks and

with a compressive strength of a minimum of 25 MPa.
 The concrete must be waterproof and frost resistant.
 The above is also valid when a mobile frame is chosen.
 Ensure that the foundation bolts are as minimum fixed 200 mm away from the edge of the concrete

floor.

Fitting of the foundation bolts
Use the Marel mounting kit, which is included, and follow the instructions in the user manual.

It is very important that the fitting is carried out as described to achieve the required strength. Protect the
foundation bolts from water penetration after fitting.

Marel has no obligations in the following cases
 If the above requirements for the foundation are not met. We recommend that a specialist perform a

tension test if there is any doubt.
 If a different solution is used than the Marel mounting kit, and the quality does not live up to Marel

standards, including the tensile strength.
 If drilling into, for example, cables, waterproof membranes or heating/cooling pipes or the similar.
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Work area for operation, service, maintenance, and cleaning

Dimensions
Dimensions depends on the machine being open or closed.

Additional the Foot Base can be mounted for a low or a high version.

All unit of measurements are in millimeters and can vary +/-


