
Double Miter Saw DS140
Universal double miter saw for wood, aluminum, and PVC profiles



Double Miter Saw DS140

  TECHNICAL DATA:

Voltage:	 400 V, 50/60 Hz
Power per engine:	 2,2 kW
Speed:	 2800 rpm
Tilting:	 45° (22,5°) / 90° / 45°   	
Overall length:	 4750 mm / 187.01 in
min. cutting length:	 355 mm / 13.98 in
max. cutting length:	 3300 mm / 129.92 in
2 carbide saw blades:	 500 mm / 19.69 in
Compressed air supply:	 6-8 bar / 87-116 psi
Weight:	 1800 kg / 3868 lbs

Double Miter Saw DS140

Modern, efficient, and universally usable: The Double Miter Saw DS140 combines excellent cutting capacity with the highest quality and precision 
for the production of wood, aluminum and plastic profiles. Thousands of satisfied customers worldwide agree: The quality of the WEGOMA DS-
Series is unmatched in the industry.

 TECHNICAL FEATURES:

• �Large cutting area
• Double cut possible �
• Intermediate degrees infinitely adjustable
• �Pneumatic tilting of saw heads
• 4 clamping cylinders (pneumatic)
• Digital display
• Movable saw head driven by positioning 
electronics
• Hydropneumatic saw feed infinitely adjus-
table
• Safety two-hand operation
• Torsion-free machine bed
• Tilting range for both units 45° (22.5° option), 
90°, 135° inwards and outwards
• Precision grounded saw table
• Direct position measuring system (magnetic 
sensor) in all machine variants

Positioning Control EPS 200
• 15“ LCD touch panel display 
• Ethernet interface (TCP/IP) 
• USB interface for connecting external drives
• Data transmission via USB stick and network

  DETAILS / OPTIONS:

Industrial touch screen panel Cooling lubricationSaw units and clamping devices
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• Automatic cutting
• Short and long cut device
• The EPS 200 positioning control can be con-
trolled via a data record created in a window 
construction software. (The data record is not 
included in our control package. We provide a 
data record log to create the data record.)
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Modern, efficient, universal: Double Miter Saw DS140!

  DETAILS

Adjustment mechanisms of the saw unitCooling spray device and stepper motor



WEGOMA Control EPS220
Modern control with industrial touch screen, profile management 
and data record connection. Operate the central control safely and 

 FEATURES:

• Complete profile management.
• Robust, dust and splash-proof touch display. 
• Specify target value, quantity, correction value and set number.
• Online connection. 
• Short cut, long cut, and automatic cut. 
• Chop cut and transom cut.

conveniently via the touchscreen monitor by tapping with your finger 
or pen, or use a mouse and keyboard. 

Double Miter Saw DS1403
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• Controls Jetter drives and PLC.
• Short travel times thanks to dynamic servo motors.  
• Automatic positioning to reference points. 
• Barcode reader and printers. 
• Radio measuring rod are connectable. 
• Interface management via automatic mode.

The <Manual> menu allows the machine to be operated in manual 
mode, e.g., to selec a saved profile, to enter lengths, angles, quantities 
and the like.

Menu <Production>

The <Auto> menu serves as an interface for adopting cutting data 
from a data record (file). The job data from the data record are loaded 
and processed automatically.

  AUTO: LOAD JOB DATA

All settings and functions: The intelligent menu navigation

F1 Production 	 Operate the machine in modes manual, auto, or measuring rod
F2 Manual operation 	 Functions for axes, slides, clamps, tools, tilting, etc. Settings reserved for technicians and admins
F3 Parameter	 Job management, corrections, etc. Changes in this menu are reserved for users with admin rights
F4 Profiles	 Creating and changing profile data. Access and directly use stored profiles
F5 Idle	 –
F6 Login and logout	 Log in and log out as a user with the appropriate authorization
F7 Service	 Used for remote maintenance in case of service
F8 Admin	 Offers three sections: language settings, user settings, and master data

  MENUS:

Intuitive user guidance
The intuitive user guidance offers numerous functions for precise operation and production. Home button, Bluetooth connection to external 
devices (such as our Messtronic 0.1 wireless measuring rod), input block for operation via touch screen or keyboard, drop-down menus, language 
selection and much more to simplify, accelerate, and ensure reliable and repeatable production processes.

  DETAILS:

Home-Button Mini-MenüBluetooth Menü ProfilauswahlEingabeblock Sprachauswahl

  DETAILS:



Double Miter Saw DS1404
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Menu <Production>
  AUTO: LOAD JOB DATA

The <Auto> menu allows the machine to be operated in automatic mode. Load job data from a data record (file) into the machine control and have 
it processed automatically. 

Menu <Profiles>
The <Profiles> menu is used to create and change profile data. The 
profiles stored here can be accessed and used directly within produc-
tion. 

In the left part of the window there is a drop-down field for selecting 
the type of profile and below it there is a selection list of profile types.

  PARAMETER SETTINGS:

  DETAILS OF <PROFILES> MENU:

Profile preview KeypadInput field Profile overviewProfile preview Profile details

  DETAILS OF <PROFILES> MENU:

Menu <Service>  — Remote maintenance made easy
The <Service> (F7) menu is used for remote maintenance in a service case. All machine functions are provided with digital inputs and outputs 
and can be checked remotely in real time. 24 hour help! WEGOMA logs in your computer with TeamViewer and checks the various functions and 
controls. NOTE: Editing data in this menu is possible only with admin rights.


