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Hummel
Zerahn23.12.2021

DIN ISO
 1302

Freimaßtoleranzen 
General tolerances

Name

Oberflächen
Surfaces

23.12.2021

Datum/Date

DIN ISO
2768-m-k

GKM Siebtechnik 

        GmbH

Felix-Wankel-Str. 11

D-74915  Waibstadt

AG. 14039
Projekt/Project

Bemerkung/Comment

Baugruppe/Assembly

UBQ Materials Ltd.

1

1 
A2

Geprüft

Gezeichnet

Norm

11
2012

7414
2815

8217
36

1

2+3+4+5+6

300DN

~
45

0

Explosion protection  ATEX 22 / ExII3DExtcIIIB
Frame/mounting  132/V1/B5/300 mm
Energie efficiency class  IE2
Enclosure  IP 55
Insulation / Temperature class  F/B
Rated output P kW 5,5/6,6
Rated voltage U V 380-420/660-720 V, 50 Hz
  380-480/660-830 V, 60 Hz
Rated current (400V) A 11,5
Rated frequency f Hz 50/60
Rated speed n r/min 1440/1740

No access allowed under pyramid base ! 
Rotating parts!   

Concrete foundation  4 heavy-duty anchor screws M20
Steel structure  4 bolts M20

Screening surface/deck m² 5,3
ATEX approved YES EX II -/3D Ex h IIIB T125°C -/Dc
Max. pressure Ps mbar -5
Max. temperature Ts °C 80
Noise level 1m without  product db(A) ca. 80  

rotating over the 4 foot plates   
Rated speed of screen body r/min 225
Amplitude screen body horizontal / vertical mm 60-80 / 10-35
Horizontal force  Fh, vertical force Fv N ± 1200
Static load (empty) N 26900
Frequency Hz 3,75

300DN

300DN

~
45

0

2672

22
68

DN300

DN300

1860
1950

18
60

19
50

130822 (4x)

R1600

3 manual deck lifters KTS 2600 P872
(1 set for all machines)

Grounding Bolts M6
Next To Inlet And Outlets

central earthening lug welded to base
Location: motor side left

Speed Sensor
P&F NBB8-18GM50-E2-3G-3D

DN300

lifting lugs
(3x120°)

Tumbler Screening Machine 
KTS 2600/5

18
93

REV. BESCHREIBUNG DATUM NAME
1

oberster Auslauf von H120 auf H150 geändert

17.01.2022 TS
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0


