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CNC USED LATHE TAKAMAZ XL - 150M (DRIVEN TOOLS) 
 

 

 
TECNICAL SPECIFICATIONS 

Year of manufacture    2018 
Serial number  1421160-BV40058101 
CNC   
CNC control unit  FANUC Series Oi - TD 
CAPACITY   
Max. swing diameter  mm 280 
Max. turning diameter mm 240 
Max. turning length mm 300 
Bar capacity mm 42 
SPINDLE   
Spindle through hole diameter  mm 61 
Equipped with Ø210 3-jaw chuck SMW AUTOBLOK    
Spindle nose ASA A2-8 
Spindle nose height from floor mm 1050 
Spindle bearing inner diameter mm 100 
Spindle speed rpm 3500 
STROKES   
X-axis stroke mm 190 
Z-axis stroke mm 400 
FEED RATES   
Rapid traverse X – Z  m/min 18 - 24 
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TURRET   
Number of stations nr. 12 
Tool shank size interior/exterior mm 25x25 
Boring part diameter mm 32 
Indexing time sec. 0,1 
Driven tool speed rpm 4000 
MOTORS   
Spindle motor AC Kw 11/7.5 
X-axis servomotor KW 1,2 
Z-axis servomotor KW 1,8 
Max. power consumption Kw 24 
DIMENSIONS & WEIGHT   
Machine dimensions with chip pan mm 2860x1700x1880h 
Net weight kg 3400 
ACCESSORIES INCLUDED   
Right-hand hinged chip conveyor 
n.1 axial driven tool holder + n.1 radial driven tool holder 
n.6 static tool holders (2 boring + 4 turning holders) 
DOCUMENTATION   
Lathe instruction manual 
Programming manual 

 

CE declaration of conformity 
 

  

All data are provided to the best of our knowledge, not binding and subject to change without prior 
notice. 

STANDARD CONFIGURATION TAKAMAZ XL-150M (Driven Tools) 

 CNC Fanuc Oi-TD, standard specifications 

 Tool load monitoring 

 Spindle with C-axis function 

 12-position driven tool turret 

 Coolant system with 0.25 kW pump and adjustable nozzles 

 SMW solid balanced hydraulic cylinder 

 Chuck excluded 

 External spindle air blow 

 Electric spindle orientation at one fixed position 

 3-color status signal lamp 

 Service tool box 

 Instruction manuals 

 CE mark 

 Power supply AC 200V / 50Hz / 3-phase (Transformer 380V-200V) 

Optional: 

 Programmable tailstock with independent hydraulic body movement 


