
 

 

TECHNICAL AND BUDGETARY OFFER 

 

TRACKED SCREEN 

MODEL MS1860E 

 

 

ABOUT JONO                                                                                                         . 

Suzhou JONO Environmental Technology Co., LTD. is a Chinese national high-tech company, 

which is founded in 2013 and located in Suzhou, China.  

Since our establishment, we have been devoting to the business of solid waste treatment, 

becoming the industry leader in China. Still, we keep investing on R&D and advanced intelligent 

technology.  

We are committed to providing automated, digital high-end equipment and complete solutions 

for our clients in solid waste treatment, public sanitation and mining industry. Our business 

covers more than 70 cities worldwide. 

 

 

 

 



 

 

 

FOCUS 

• Waste treatment and recycling 

• Non-ferrous metal recycling 

• Mobile screeners and crushers 

• Artificial intelligent robotics 

• Digitalization operation and management platform 

 

THE TEAM  

Our R&D and manufacturing base is 100,000 square meters. We have more 

than 300 employees, over 100 of them are expert engineers. Developed 90+ 

technical patents. 

 

 

 

 

EQUIPMENT DESCRIPTION                                                                                                    .      

 



 

 

✓ Solid mining machinery technology accumulation. 

✓ Combined with advanced European design concept. 

✓ Redefining economic screening equipment. 

 

 ADVANTAGES & HIGHLIGHTS  

A steel rail type buffer frame is installed at the inlet to reduce the impact and abrasion of the 

material on the belt and to improve the efficiency of belt conveying.  

 

Convenient Transportation 

The two-section split structure can be folded to reduce the height to meet transportation size 

requirements. 

 

Screen Structure 

The screen structure is made of high-strength steel plate with ring groove rivet connection for 

stable and reliable operation. Three layers of screen mesh can screen four different specifications 

of finished products and the mesh hole can be customized according to requirements. 

 

Safe and Reliable 

The motor is equipped with a protective shield to avoid accidental injury caused by improper 

operation. The frame is made of high quality low-alloy high-strength material steel to improve 

the strength of the frame. Computer Aid System is used to optimize the structure of the frame to 

eliminate bending and even cracking stress concentration sources.100% of the important welds 

are ultrasonically inspected to ensure safety. 

 

Easy Maintenance 

For maintenance or repair, the screen body can be placed in a horizontal position by means of a 

hydraulic cylinder and the belt feeder at the top of the vibrating screen can be lifted, thus 

vacating enough space for maintenance operation. 

 

Transport Size (L*W*H) (mm): 16.000 x 3.500 x 3.800 mm 

 

 



 

 

 

 

 TECHNICAL PARAMETERS 

Screening System 

No. of Decks: 3 

Screen Size(L*W) (mm): 1.800 x 6.000 mm 

Screen Size(L*W) (mm): 9.5 x 2 mm 

 

Main Conveyor 

Conveyor(L*W) (mm): 10.500 x 1.000 mm 

 

Oversized Material Conveyor 

Conveyor(L*W) (mm): 7.500 x 500 mm 

 

Conveyor (Right) 

Conveyor(L*W) (mm): 7.500 x 500 mm 

 

Conveyor(Left) 

Conveyor(L*W) (mm): 7.500 x 500 mm 

 

Undersized Material Conveyor 

Conveyor(L*W) (mm): 6.800 x 1.000 mm 



 

 

Whole Machine 

Weight (T): 32 tons 

Transport Size (L*W) (mm): 16.000 x 3.500 x 3.800 mm 

Total Working Power (kW): 46 kW 

Motor Power (kW): 93 kW 

 

 

 

 

 

 

TOTAL PRICE EXW: 220.000,00 EUR + VAT 


