
Used KRONES spirits filling line, roud glass 36000 BPH -

year 2003

Machine type: Complete Bottling Line

Ref: LC632

Year: 2003

Speed: 36000 Bottles/hour

Condition: Ready For Operation

Formats: 700 ml, 750 ml, 1 L

Containers: Glass

Products: Spirits

Technical details

Fill type: High vacuum Safety features: Yes

Manuals: Yes Voltage: 415 V

Frequency: 50 Hz

Description

Used KRONES spirits filling line, roud glass 36.000 BPH - year 2003

Technical Specifications & Performance Data

This complete round glass bottling line delivers high-speed performance for industrial packaging and beverage

production. Built around Krones engineering, the line is configured for glass bottles in 0.7L, 0.75L, and 1.0L formats.

With an output of 500–600 BPM (up to 36,000 bottles per hour), it is a robust second hand solution for producers

seeking reliable throughput and consistent product quality.

Production speed: 500–600 BPM (up to 36,000 bph)

Filling type: vacuum filing

Bottle formats: Compatible with 0.7L, 0.75L, 1.0L bottle formats

Containers: Designed for Glass bottle handling

Core components (models): Krones Variojet (72-head rinser), Krones Isofill (108-head isobaric filler), Krones

Topmatic/Zalkin (18-head capper), Cold glue front & back labeling, Logics & Control Logilook label inspection

(2015), Krones Kettner Wrapapac W60 (wraparound case packer), Krones/Kettner Robogrip robot, Krones
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Multidivider laner, Amberflex spiral case elevator, Linx 7900 bottle coder (2017), Orwak 9020 waste compactor

(2006)

Case formats: Wraparound boxes, 6 & 12 pack configurations

Main build year: 2003 (with upgrades in 2006, 2015, and 2017)

Electrical supply: 415 V, 50 Hz (most main equipment); auxiliary devices at 240 V, 50 Hz

Advanced Automation & Control Systems

The line integrates automated material handling and inspection to ensure stable operation and quality assurance. The

Krones Multidivider laner and Robogrip robotic handling enhance flow balance and downstream palletizing, while the

Logilook system provides label presence and position verification. Changeovers between compatible glass formats are

supported by standardized Krones change parts and adjustable guide-rails for efficient setup.

Automated depalletizing, lane division, and robotic case handling

Inline label inspection for consistent presentation

Operator HMI terminals at key stations (typical Krones layout)

Rapid format adjustments for 0.7L, 0.75L, and 1.0L

Stable 50 Hz operation; widely supported industrial components

Production Line Integration Capabilities

This used bottling line is designed for seamless in-line operation from bottle depalletizing to case packing. It

accommodates round glass bottles and integrates labeling, coding, and inspection for end-to-end quality control. The

wraparound case packer enables efficient secondary packaging for 6- and 12-pack configurations, ensuring

compatibility with standard palletizing patterns.

End-to-end flow: depalletizer → rinser → isobaric filler → capper → cold glue labeller → label check → coder →

laner → case packer → spiral case elevator → palletizing robot

Suitable for beverage production requiring glass bottle processing

Modular stations allow standalone testing or full inline operation

Machine Condition & Maintenance History

Manufactured in 2003 with subsequent upgrades in 2006 (waste handling), 2015 (label inspection), and 2017 (bottle

coding), this second hand used bottling line presents a mature, proven configuration. The inclusion of later-generation

inspection and coding equipment supports reliable compliance and traceability in modern beverage operations.

Operational Performance & Versatility

The Krones Isofill 108-head isobaric filler supports consistent filling for carbonated and still beverages packed in glass,

while the 18-head Krones Topmatic/Zalkin capper ensures secure closures. Cold glue front and back labeling delivers

a premium brand presentation, verified by the Logilook inspection system. The system’s wraparound packaging

provides compact, stable cases suitable for high-speed palletizing.

72-head rinsing for hygienic bottle preparation
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Isobaric filling for quality retention in glass containers

Front and back cold glue labeling for cylindrical bottles

Wraparound case formats for efficient logistics

Installation Requirements & Site Preparation

The line is designed for installation in a standard filling hall environment with 415 V, 50 Hz three-phase supply for major

equipment and 240 V, 50 Hz for auxiliary devices. Typical utilities include process water and compressed air suitable

for bottling and packaging operations. Clearance for conveyors, robotic handling, and case flow is recommended to

maintain service access and efficient material movement.

Electrical: 415 V, 50 Hz (main), 240 V, 50 Hz (auxiliary)

Utilities: compressed air and process water as per station requirements

Modular footprint; conveyor layout adaptable to site constraints

Safety Standards & Compliance Certification

The line incorporates comprehensive guarding around rotating equipment and interlocked access points typical of

modern bottling equipment. Emergency stop systems are located at key stations, and machine enclosures facilitate

hygiene and operator protection expected in beverage production. Stainless steel construction is used extensively on

wet-end equipment to support sanitation and durability.

Guarding and interlocks for operator safety

Emergency stop circuits across the line

Hygienic design on rinsing, filling, and labeling stations
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