
Used BERTOLASO Epica filling line for spirits, glass & PET

- 12000 bph

Machine type: Complete Bottling Line

Ref: LC634

Year: 2013

Speed: 12000 Bottles/hour

Condition: Ready For Operation

Formats: 100 ml, 200 ml, 300 ml, 375 ml, 500 ml

Containers: Glass, PET

Products: Spirits

Technical details

Fill type: High vacuum Safety features: Yes

Manuals: Yes Voltage: 415 V

Frequency: 50 Hz

Description

Used BERTOLASO Epica filling line for spirits, glass & PET - 12000 bph

Technical Specifications & Performance Data

This complete used bottling line is centered on a Bertolaso Epica 32/32/8 rinsing, filling, and capping monoblock.

Designed for mixed container handling, it supports both flask-shaped and round bottles in Glass and PET. The line

operates up to 200 bpm (approximately 12,000 bph depending on format) and is equipped with a wet glue labeling

system for front and back labels. Components span key packaging stages from depalletizing through case packing and

sealing, with integrated print and inspection.

Production speed: up to 200 bpm (format-dependent)

Filling type: Vacuum filling

Bottle formats: Compatible with 0.1L, 0.2L, 0.3L, 0.375L, 0.5L bottles

Containers: Designed for PET and Glass bottle handling; flask and round shapes

Core monoblock: Bertolaso Epica 32/32/8 (rinsing/filling/capping)

Labeling: Wet glue, front and back application (Cavagnino & Gatti C4810)
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Inspection: Fill level check (Logilevel plus)

End-of-line: Case packer, case sealer, case coder, spiral elevators

Electrical supply: 415 V / 50 Hz primary (with 240 V / 50 Hz devices where indicated)

Key models/years: 1994–2022 across sub-systems

Advanced Automation & Control Systems

The line integrates automated handling and quality control to ensure consistent beverage production. The Bertolaso

monoblock provides synchronized rinsing, filling, and capping with centralized controls for format management. The

Logilevel plus inspection system supports automated fill-level verification to maintain product quality. Conveyors, case

handling equipment, and the labeling station operate with coordinated start/stop logic, enabling smooth, continuous

flow across the production line. Electrical architecture is standardized around 415 V / 50 Hz, with auxiliary devices at

240 V / 50 Hz, facilitating straightforward integration with typical industrial power systems. Operator access points and

changeover settings are designed to support efficient adjustments between formats.

Production Line Integration Capabilities

This second hand industrial packaging solution offers full in-line operation from bottle depalletizing to finished case

handling. It is configured for both PET and Glass containers, including flask-shaped and round bottles, and is suitable

for multiple small bottle formats from 0.1L to 0.5L. Integrated conveyors connect every module, while the case erector,

case packer, sealer, and printing functions ensure complete end-of-line packaging. The wet glue labeller supports

dual-panel (front/back) applications to meet brand presentation requirements. The Spiralveyor equipment assists with

elevation changes and compact layouts.

Machine Condition & Maintenance History

This used bottling line comprises components manufactured between 1994 and 2022, with the core filling monoblock

from 2013 and subsequent upgrades at inspection (2017) and end-of-line elevation (2022). The balanced mix of

modern and proven machinery delivers reliable performance for beverage production while maintaining serviceability

with widely available spare parts. As a complete, second hand packaging line, it is configured for immediate integration

into a production environment, subject to site preparation and commissioning best practices.

Operational Performance & Versatility

Designed for beverage production across PET and Glass, the line’s flexibility covers a wide range of small-format

bottles from 0.1L through 0.5L. The Bertolaso Epica monoblock enables precise rinsing and filling, followed by secure

capping. The Cavagnino & Gatti labeller applies wet glue labels to front and back panels, supporting premium

presentation. Quality assurance is enhanced by the Logilevel plus level check. The integrated printer applies clear

coding to cases, and robust case packing, sealing, and conveying solutions complete the industrial packaging flow.

This configuration is ideal for producers seeking a compact, efficient, and versatile used bottling line.

Installation Requirements & Site Preparation

The primary electrical specification is 415 V / 50 Hz, with some devices utilizing 240 V / 50 Hz. The line requires

appropriate floor space for bottle conveyors, monoblock, labeling, inspection, and end-of-line case handling, as well as

suitable access for changeovers and maintenance. Site services should include stable power distribution and standard
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production utilities consistent with beverage packaging environments. Final layout and utilities depend on desired

throughput, bottle formats, and line configuration.

Safety Standards & Compliance Certification

The line includes standard industrial safety provisions such as guarding around moving machinery, interlocked access

points where applicable, and emergency stop circuits distributed across major modules. Hygienic design of the

monoblock and contact surfaces aligns with beverage production practices. Safety systems support secure operation

while enabling efficient cleaning and maintenance routines.
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