
Weitere Merkmale (DEUTSCH) 

> online-fähig 

> Umfälzeinrichung zum aussrissfreien Umfälzen 

> 2 axial getaktete Vorschubwalzen gegenüber Profilfräsaggregaten, zur Fertigung  

von schmalen, kurzen Teilen (z.B. glasteilende Sprossen) 

> 3 axial getaktete Vorschubwalzen (2) gegenüber Profilierspindel auf  

8 Positioenen mittels Pneumatikrevolver, für Spindel 1,2,3  

> 3 Tischplatten zum Werkzeugdurchmesser getaktet (2 Positionen), Profilspindel  

Nr. 3 und Beschlgspindel 

> 3 Sprossenstützleiste nach letzter Profilierspindel vertikal getaktet 

> Vorschubhöhenverstellung mit NC-Achse 

> geteiltes Andrucklineal links für Holzbreiten 40-140 mm 

> Doppelteilepaket 

> Rückfördereinrichtung für 1-Mann-Bedienung: Lamellenförderer 

> Bildschirmsteuerung 

> Schrägfenstereinrichtung 

> elektronische Winkelanzeige für Schrägfenster  

> Steuerung: PC-Steuerung NEXUS 

> VARIOplus-Paket für Zapf- und Schlitztisch, incl. Längenanschlag, 

CNC-gesteuert, 4.500 mm Holzlänge, incl. Studiofenstereinrichtung,  

Schwenkwinkel 75 Grad, horizontale CNC-Achse, Verstellweg 200 mm 

> Zentralschmierung automatisch 

> Klimagerät im Schaltschrank 

 

INKLUSIVE 

> gebrauchte Fensterwerkzeuge OERTLI IV 68,IV 78 Holz und Holz-Alu 

Fensterschnitte auf Anfrage! 

 

 



Additional Features (ENGLISH)  

> Online capability 

> Rebating device for stormproofing of already pressed sashes  

> 2 axially indexed feed rollers opposite profile milling units, for the production of  

narrow, short parts (e.g., glass-dividing glazing bars) 

> 3 axially indexed feed rollers (2) opposite the profiling spindle at  

8 positions via pneumatic turret, for spindles 1, 2, and 3  

> 3 table tops indexed to the tool diameter (2 positions), profile spindle  

No. 3 and fitting spindle 

> 3 glazing bar support bars indexed vertically after the last profiling spindle  

> Feed height adjustment with NC axis 

> Split pressure ruler on the left for wood widths 40-140 mm 

> Double-part package 

> Return conveyor for one-person operation: slat conveyor 

> Screen control 

> Inclined window device 

> Electronic angle display for inclined windows  

> Control: PC control NEXUS  

> VARIOplus package for tenoning and slotting tables, including length stop, 

CNC-controlled, 4,500 mm wood length, including studio window setup,  

75-degree swivel angle, horizontal CNC axis, 200 mm adjustment range  

> Automatic central lubrication 

> Air conditioning unit in the control cabinet  

 

INCLUDED 

> Used window tools OERTLI IV 68, IV 78 wood and wood-aluminum 

Window drawings upon request! 

 


