
Hydr. pressbrake
HÄMMERLE AP 100x2600

stock-no.: 0100244
type of machine: Hydr. pressbrake
make: HÄMMERLE
type: AP 100x2600
year of
manufacture:

1989

type of control: CNC
country of origin: Switzerland
storage location: Leipzig 2
delivery time: by agreement
freight basis: EXW, free on truck unpacked
price: on request

technical details
pressure: 100 t
chamfer lenght: 2600 mm
distance between columns: 2300 mm
throat: 300 mm
control for program: CNC-Steuerung DNC7000
dayligth: 830 mm
max. stroke: 265 mm
ajustment speed: 80 - 100 mm/sec
back gauge: motorisch
table-size: 2700 x 113 mm
work height max.: 900 mm
connection voltage: 380 V
total power requirement: 15 kW
weight of the machine ca.: 11,3 t
machine dimensions LxWxH: ca. 3,2 x 3,8 x 3,0 m

additional information
3-point BENDING - mould bending
-Hydrocushion (for regular force adjustment over the entire working length)
-Backstop: width 2200mm, 2x supports travel 1800mm and 4x stop travel W:2550xL:860mm
-Control panel on the boom can be swivelled and/or control stand with two-hand and foot control

various press brake tools available
i.D. 
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