
 

 
 
 
 
 
 
 

 
TECHNICAL AND COMMERCIAL OFFER 

COMPLETE BANDSAW LINE  
PRIMULTINI 1300 
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BANDSAW HEADRING Mod. 1300/SG-CFC - Cast iron structure with stabilizing treatment. 
 
-right hand design (cutt from right to left!) 
- Flywheel diameter 1300 mm. 
- Flywheel width 165 mm for maximum blade width of 180 mm. 
-Filled flywheels with special ribs to enhance mechanical characteristics, subjected to stabilizing treatment; 
shaped with double curve for the best stability on the table; perpendicular to the rotation of axis. 
- 55kW (75 HP) main engine, automatic star-delta starter, pulley, belts and brakes 
-chains for timber unload 
 

          
 
 
 HYDRAULIC CARRIAGE CFC 
- 4 clamps for log centering 
   

 
 
- Maximum distance from blade to clamp 1000 mm. 
-Max opening of hooks 900 mm 
- COMPUTERIZED-Mudata control system 
- Continuously variable speed feed from 0 - 140 ml/min and exploits the power of the main motor to obtain a 
quality cut, hydrostatic design 
 
   
-4 turning logs chain systems 
- Control unit and seat, multi-function joystick and electric servo control 
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FULL ELECTRIC BOARD 

 
HYDRAULIC UNIT 
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PRODUCED BY PRIMULTINI ITALY 
-year of production: 1990
-year of reconditioning like new: 2025, 0 hours after reconditioning

-fully dessmantled
-changing all wear/broke/damage parts with original Primultini
-blasting complete
-base coat/top coat paitning
-reassembling
-electric/hydraulic check all functions/controls
-new control unit with seat
-rails+wheels of carriage-fully rectified one with the other, same profile like new
-flywheels top/bottom: fully rectified in Primultini+bearings changed in Primultini

WOOD EXPERT is the only dealer with acreditation from Primultini to make reconditioning like new with 
brand Primultini! 

-warranty: 6 month(if installed by us )



Page 5 

 

 

 
 
 
LAST PRICE EXW................................................179.000 EUR 

 
 
OPTIONALS: 
 
Log loading ramp with  transversal chains..........20.000 EUR 
- length. 4 m 
- Gearmotor 
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System group for loading logs on carriage...............20.000 EUR 
- 4 hydraulically operated arms with one cylinder  
 
Unloading roller conveyor .....................................20.000 EUR 
- Length: 7 m 
- Width 1000 mm 
- Gearmotor 

 
 
SECOND UNLOAD CONVEYOR.....................20.000 EUR 
Length 7.2m 
Chains for unload left/right 
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-Hydraulic unit for mechaniztion..........................10.000 EUR 
 
INSTALLATION....................................................40.000 EUR 
 
 
 
Payment: 100% before loading 
 
Florin Iancu 
C.E.O. 

mobil +40 726 700 990 
florin.iancu@woodexpert.ro 
040431 Bucharest, sector 4 
str. Albinelor, nr. 7, et. 1 
www.woodexpert.ro 


