Workshop

COSEN saws

A MC-275
MC-315

COSEN CIRCULAR SAWS
MANUAL OR PNEUMATIC

These circular saws are new in the
COSEN portfolio, and are available
in manual, which means you have to
pull the lever down to cut, or pneu-
matic, which means air-pressure
pushes the saw blade down when
stepping on the attached pedal.

>

A MC-275P
MC-315P

Capacity X 90°/ 45° 90°/ 45° 90°/ 45° 90° / 45°
Capacity @ 85mm / 70mm 85mm / 70mm 105mm / 90mm 105mm / 90mm
Capacity N 95x60mm / 70x55mm  95x60mm / 70x55mm  120x60mm / 90x60mm 120x60mm / 90x60mm
Blade diameter 275mm 275mm 315mm 315mm

Blade speed 45/90 45/90 45/90 45/90

Blade motor 3,7 kW (5HP) 4,7 kKW (6.4HP) 4,7 kW (6.4HP) 4,7 kW (6.4HP)
Weight 190 kg 230 kg 200 kg 240 kg

Floor space (LxwxH) 1000 x 600 x 1400mm 1000 x 600 x 1400mm 1000 x 600 x 1400mm 1000 x 600 x 1400mm
Air pressure - 6 kg/cm? = 6kg/cm?
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