
Performance

Productivity

Dedication



325 mm

5 HP (3.75kW)
790 mm 
2200 kgs 

325x380 mm 

4240x34x1.1 mm 

2420x2020x1670 mm 

G320
� 

�w
520 mm 

7.5 HP (5.6kW)
760 mm
4300 kgs 

520x560 mm 

6370x54x1.6 mm 

3175x2261x2261 mm 

C-520NC 
620 mm

10 HP (7.5kW)
600 mm 
5400 kgs 

620x760 mm 

7200x54x1.6 mm 

2200x3700x2450 mm 

C-620NC

SNC SERIES
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C-520NC

G320

C-620NC

Programmable Automatic Production Saws

Smart NC Series

420 mm 

7.5 HP (5.6kW)
700 mm 
3300 kgs 

420x420 mm 

4770x41x1.3 mm 

2490x2360x1735 mm 

C-420NC

Double Column

800 mm 

10 HP (7.5kW)
630 mm 
6000 kgs 

800x850 mm 

8300x67x1.6 mm 

2330x3890x2940 mm 

C-800NC

1000 mm 

15 HP (11.2kW)
630 mm
11000 kgs 

1000x1000 mm 

9400x67x1.6 mm 

2050x4400x3500 mm 

C-1000NC



260 mm

5 HP (3.75kW)
720 mm 
1500 kgs

260x300 mm 

3660x34x1.1 mm 

2160x2185x1530 mm 

C-260NC
325 mm 

5 HP (3.75kW)
720 mm 
1800 kgs

325x380 mm 

3820x34x1.1 mm 

2045x2015x1345 mm 

C-325NC
300 mm 

5 HP (3.75kW)
660 mm
1800 kgs 

300x340 mm 

3820x34x1.1 mm 

2010x1890x1500 mm 

C-300NC
460 mm

7.5 HP (5.6kW)
750 mm 
2800 kgs 

460x460 mm 

4670x41x1.3 mm 

2450x2310x2300 mm 

C-460NC
300 mm

660 mm 
1800 kgs 

300x340 mm 

3820x34x1.1 mm 

2105x2160x1214 mm 

G300

5 HP (3.75kW)

C-460NC

G260

ch zada�,
cznie

02

G260
260 mm

260 x 300 mm

3660x34x1.1 mm
5 HP (3.75kW)

735mm
2000 kgs
2280x2250x1325 mm

olumnowa Hinge Types

G300

� 

�w



Enclosed Automatic bandsaws

C11
1100 mm

1100 x 1100 mm

12020 x 80 x 1.6 mm

20 HP (15kW)
760 mm
15500 kgs
6155 x 2245 x 3790 mm

� 

�w
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Programmable Automatic Production Bandsaws

C-TECH Series

C4 

C5 (SERVO) 

(3.75kW) (5.6kW) (5.6kW) (7.5kW) (11.2kW)



C11

6155 x 2245 x 3790 mm

C2 

04

C3 



Full- and Semi-automatic Double Column 
Double Miter-Cutting Horizontal Bandsaw

Fabrication Production
Miter-Cutting Bandsaws

SH-710LDM

05

SH-510LDM (A/M/B)

SH-510LDM (A/M/B)

320mm 320mm 200mm

330x510mm 330x320mm 330x200mm

4980x34x1.1mm

3 HP (2.2kW)

780 mm

LDMA: 1440kg / LDMM: 1405kg/ LDMB: 1325kg 

470mm 420mm 300mm

420x710mm 420x450mm 420x300mm

6540x41x1.3mm

7.5 HP (5.6kW)

670 mm

2900kgs

SH-710LDM

� �w

2550 x 2463 x 2050 mm 3250 x 3200 x 1920 mm

�5�I�J�T���T�F�S�J�F�T���J�T���U�B�J�M�P�S�F�E���U�P�X�B�S�E�T���T�U�S�V�D�U�V�S�B�M���D�V�U�U�J�O�H��
�B�Q�Q�M�J�D�B�U�J�P�O�T�
���J�O�D�M�V�E�J�O�H���G�B�C�S�J�D�B�U�P�S�T���U�I�B�U���Q�S�P�D�F�T�T��
�N�F�E�J�V�N���U�P���M�B�S�H�F���T�U�S�V�D�U�V�S�B�M���N�B�U�F�S�J�B�M�����$�P�T�F�O’�T��
�I�F�B�W�Z���E�V�U�Z���N�J�U�F�S���D�V�U�U�J�O�H���C�B�O�E���T�B�X�T���T�B�U�J�T�G�Z���B�M�M��
�Z�P�V�S���T�U�S�V�D�U�V�S�B�M���D�V�U�U�J�O�H���O�F�F�E�T��



�µ���D�X�W�R�P�D�W�\�F�]�Q�H���P�D�V�]�\�Q�\���]���S�R�G�Z�µ�M�Q�\�P�L���N�R�O�X�P�Q�D�P�L��
���������������������������������������������������������������������������X�N�R���Q�H�J�R���F�L�Û�F�L�D���S�L���\���W�D���P�R�Z�H
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SH-1300LDM

A highly productive miter-cutting bandsaw
machine for repetitive angle cuts!

C-510MNC

�)�X�O�O�\���3�U�R�J�U�D�P�P�D�E�O�H���$�X�W�R�P�D�W�L�F���2�Q�H���V�L�G�H���0�L�W�H�U���&�X�W�W�L�Q�J���%�D�Q�G�V�D�Z



Fabrication Production
Miter-Cutting Bandsaws

Intelligent CNC Programmable Double-sided Mitering 
Bandsaw for Structural Cutting

07



3857 x 4194 x 2842 mm

� �w

� �w
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8

� �w

(3.75kW) (5.6kW)

(3.75kW) (5.6kW) (7.5kW)

(7.5kW) (11.2kW) (11.2kW) (7.5kW)



Semi-automatic bandsaws for straight cuts
Heavy-duty Production

SH-7662

09

SH-1010W

SH-7662

620 mm

620 x760 mm

7200x54x1.1

10 HP (7.5kW)
620mm

3900 kgs

1200x3560x2360 mm

�*�G���Z�P�V���B�S�F���M�P�P�L�J�O�H���G�P�S���M�B�S�H�F���N�B�U�F�S�J�B�M���D�V�U�U�J�O�H�
��
�U�I�F�O���$�P�T�F�O���4�F�N�J���B�V�U�P�N�B�U�J�D���C�B�O�E�T�B�X�T���B�S�F���U�I�F���B�O�T�X�F�S����
�.�B�T�T�J�W�F�
���E�F�Q�F�O�E�B�C�M�F�
���B�O�E���Q�S�F�D�J�T�F���B�S�F���K�V�T�U���B��
�G�F�X�����X�P�S�E�T�����U�I�B�U�����E�F�T�D�S�J�C�F�����$�P�T�F�O�����#�J�M�M�F�U�����4�B�X�T����
�"�W�B�J�M�B�C�M�F���J�O���D�B�Q�B�D�J�U�J�F�T���V�Q���U�P���������� �Y�����������N�N���U�I�F�S�F��
�J�T���O�P�U�I�J�O�H���U�I�B�U���B���$�P�T�F�O���#�J�M�M�F�U���4�B�X���������������������U���D�V�U��

� 

�w
(7.5kW) (7.5kW)(11.2kW) (11.2kW) (11.2kW)



SH-4030

SH-8580D

10

� 

�w
Hinge-type:

SH-4030

(11.2kW) (15kW) (15kW) (18.6kW) (18.6kW) (3.75kW)



CC-150
CNC Automatic 
Circular Saw

CC-100
CNC Automatic 

Circular Saw

Available for all saws

11

Capacity Round
Capacity Square
Capacity Hexagonal

���o���������Z�}�š���Ÿ�}�v���^�‰������
Tank Capacity
Pressure Requirement
Drive Motor
Weight (Machine/Loader)

Floor Space (L x W x H)

8 - 85 mm

8 - 65 mm
8 - 70 mm

CC-70

18 - 200 rpm

90 liters
4 - 6 kg/cm²

11.25 kW (15 HP)
2800 / 700 kgs

6920 x 2492 x 1745 mm

12 - 110 mm

12 - 85 mm
12 - 95 mm

CC-100

20 - 180 rpm

90 liters
4 - 6 kg/cm²

15 kW (20 HP)
3000 / 950 kgs

6915 x 2492 x 1816 mm

20 - 161 mm

20 - 125 mm
20 - 145 mm

CC-150

20 - 160 rpm

100 liters
4 - 6 kg/cm²

18.75 kW (25 HP)
4300 / 1250 kgs

7280 x 2990 x 1908 mm

Blade Size (Diameter) 285 / 315mm 285 / 360 / 370mm 360 / 460 / 480mm

40 - 200 mm

40 - 165 mm
40 - 178 mm

CC-200

20 - 150 rpm

100 liters
4 - 6 kg/cm²

23 kW (30 HP)
4790 / 1846 kgs

7280 x 2990 x 1908 mm

650mm



Saw Head Drive Device 
Heavy-duty steel structure equipped with 
sturdy linear guideways, helps ensure a more 
stable and smooth movement.

GFC (Gripper Feed Carriage) System
GFC Drive...........AC Servo motor & C5 grade   
        ball-screw  

GFC Speed .........0.55 m/s (fast) 0.33 m/s (slow) 

Single Stroke.......6 - 800 mm (All models)
Index                      

Trim Cut ...............8 - 400 mm (All models)

Remnant Piece .......Minimum 55 mm (CC-70/100)
                                Minimum 100 mm (CC-150)
              

CC-100
CNC Automatic 

Circular Saw

The shortest remnant
achievement 19.8 mm
(Optional 3rd vise)Material Outfeed  

Non-Ferrous Saws* (NF)
Within our Circular Series Cosen offers specific models designed to cut non-ferrous 
metals, such as aluminum and copper. The saw’s blade runs at an extremely high 
speed, helping make it one of the fastest cutting machines on the market today. 
Equipped with an automatic bar-loading system, Cosen’s non-ferrous machines help 
fulfill customer needs in a precise and efficient manner, resulting in fast cutting, tight 
tolerances, and a great finish. 
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Capacity Round
Capacity Square
Capacity Hexagonal

���o���������Z�}�š���Ÿ�}�v���^�‰������
Tank Capacity
Pressure Requirement
Drive Motor
Weight (Machine/Loader)

Floor Space (L x W x H)

90 - 230 mm

90 - 195 mm
90 - 200 mm

CC-230

20 - 90 rpm

100 liters
4 - 6 kg/cm²

37.5 kW (50 HP)
6665 kgs

8181 x 4202 x 2086 mm

90 - 260 mm

90 - 230 mm
90 -240 mm

CC-260

20 - 90 rpm

100 liters
4 - 6 kg/cm²

37.5 kW (50 HP)
7000 kgs

8181 x 4202 x 2086 mm

8 - 100 mm

8 - 80 mm
8 - 80 mm

CC-100NF*

1,600 - 4,000 rpm

100 liters
4 - 6 kg/cm²

11.25 kW (15 HP)
3000 / 950 kgs

6916 x 2493 x 1816 mm

Blade Size (Diameter) 750mm 830mm 355mm

40 - 153 mm

40 - 120 mm
40 - 120 mm

CC-150NF*

1,000 - 3,200 rpm

100 liters
4 - 6 kg/cm²

15 kW (20 HP)
4291 / 1247 kgs

7280 x 2990 x 1908 mm

480mm



SH-SERIES / SEMI-AUTOMATIC
MH-SERIES / MANUAL

Workshop Bandsaws
Semi-automatic and manual

13
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�w
(0.75kW) (1.5kW) (1.5kW) (1.5kW) (1.5kW)

SH-1018JA



MH-350DM SH-350DMSH-500MSH-460M/MH-460M

6

Small Miter Bandsaws

14

SH-350DM

� �w
(1.5kW) (2.2kW) (1.5kW) (1.5kW)



COSEN CIRCULAR SAWS
MANUAL OR PNEUMATIC

MC-275P
MC-315P

Workshop
Circular saws

15

MC-275
MC-315

These circular saws are new in the
COSEN portfolio, and are available
in manual, which means you have to
pull the lever down to cut, or pneu-
matic, which means air-pressure
pushes the saw blade down when 
stepping on the attached pedal. 
 

Model

Capacity

Capacity

Blade diameter

Blade speed

Blade motor

Weight

Floor space (LxWxH)

�w
� 

Air pressure

MC-275 MC-275P MC-315 MC-315P
Capacity 90° / 45° 

85mm / 70mm 

95x60mm / 70x55mm

275mm

45/90 

3,7 kW  (5HP)

190 kg

1000 x 600 x 1400mm
-

90° / 45° 

105mm / 90mm

120x60mm / 90x60mm 

315mm

45/90

4,7 kW (6.4HP)
200 kg

1000 x 600 x 1400mm 
-

90° / 45° 90° / 45° 

85mm / 70mm 

95x60mm / 70x55mm

275mm

45/90 

4,7 kW  (6.4HP)

230 kg

1000 x 600 x 1400mm
6 kg/cm² 

105mm / 90mm

120x60mm / 90x60mm 

315mm

45/90

4,7 kW (6.4HP)
240 kg

1000 x 600 x 1400mm 
6kg/cm²



Workshop
Manual Mini Table bandsaws

MT-150

MT-105

16

Cosen's MT-105 and MT-150 are specially 
meant for small mobile plumbers, welding 
specialists on the road, maintenance people, 
car workshops, roofers, schools, technical 
departments and/or for consumers with a 
creative hobby.  For a quick and easy cut 
straight or in angle, the Cosen MT-series is 
the perfect solution for worry-free cutting. 

Model

Capacity

Capacity

Blade size

Blade speed

Blade motor

Floor space (LxWxH)

�w
� 

MT-105 MT-150

0° / 45° 

105mm / 70mm 

102x105mm / 60x70mm

1335 x 13 x 0,65mm

30/80 

1 kW  (1.36HP)

21 kg

730 x 380 x 450mm

0° / 45° / 60° 

150 / 100 / 70mm 

140x150/100x140/60x75

1735 x 13 x 0,65 mm

30/80 

2 kW  (2.7HP)

31,5 kg

970x460x700mm

Weight

Capacity

PORTABLE BANDSAWS



17

C-780FNC
Programmable Bandsaw with Tilted Frame

C-780FNC-3L

� 

�w
(7.5kW)



� 

�w

Intelligent Enclosed CNC Bandsaw

Automatic Bandsaw for Heavy-duty sawing

CNC-series

18

(7.5kW) (7.5kW)



AV-40150

Plate Cutting Bandsaws
Programmable Control Series

Capacity Height

Capacity Throat

Capacity Length

Blade Motor

Height of Work Bed

Weight

Floor Space (LxWxH)

Blade Size (LxWxT)

400 mm

10 HP (7.5kW)
1500 mm 
21590 kgs 

1500 mm 

4100 mm 
7800x41x1.3 mm 

7900x5900x3400 mm 

AV-40150

19



SV Series

SV-40130H

20

On Request

Capacity Height

Capacity Throat

Capacity Length

Blade Motor

Height of Work Bed

Weight

Floor Space (LxWxH)

Blade Size (LxWxT)

(7.5kW) (7.5kW)



Plate Cutting Bandsaws
SV/SVC/SVT Series

Capacity Height

Capacity Throat

Capacity Length

Blade Motor

Height of Work Bed

Weight

Floor Space (LxWxH)

Blade Size (LxWxT)

Capacity Height

Capacity Throat

Capacity Length

Blade Motor

Height of Work Bed
Weight

Floor Space (LxWxH)

Blade Size (LxWxT)

Capacity Height

Capacity Throat

Blade Motor

Height of Work Bed

Weight

Floor Space (LxWxH)

Blade Size (LxWxT)

21

 Cross Cutting Plate Saws

(5.6kW) (7.5kW) (7.5kW) (7.5kW) (15kW) (11.2kW)

(15kW) (11.2kW) (11.2kW) (15kW) (5.6kW) (7.5kW)

(7.5kW) (7.5kW) (5.6kW) (5.6kW) (15kW)



V2026NC

Left Right

Blade Cant Blade Cant

V2026NC

Miter Degree

Capacity 90°

Capacity 45° Left

Capacity 60° Left

Capacity 45° Right

Capacity 60° Right

Blade Size (LxWxT)

Blade Motor

Work Bed Height

Weight
Floor Space (LxWxH)

Vertical Tilt Frame Double-sided Miter-cutting bandsaw

22

(5.6kW)



 

�¤

�¥ �¦
�§

�¨

Functions of Mechalogix
Cutting time
Cycle Time
Cutting Rates
Blade Speed
Downward Speed

Machine Utilization Rate
Machine Motor Time
Blade Hydraulic Tension Time
Threshold Adjustable Pre-alarm�¤

�¥ Blade life prediction

�¦ Coolant Flow Rate

�§ Motor Amperage
Gearbox Temperature

�¨ Hydraulic Temperature
Coolant Temperature
Coolant PH
Environment Temperature

SAVE COSTS RIGHT FROM THE START!
Mechalogix gives you real-time access to machine status, the health of
your saw blade and the condition of your machine hydraulic oil and coolant.

MONITOR SAWING AND MACHINING IN ONE!
With our Sawlogix app, you can monitor the sawing and machining process.



Machine options

Top Clamps
Top clamps are hydraulic vises which clamp the
material from above. They are especially useful
for bundle cutting. First the clamps are manually
adjusted to the size of the material and then
they are hydraulically tightened by the machine.

Machine warning light
When the machine is giving an error,
such as an open door or no material, the
light will turn red and the buzzer will create
a loud warning sound. Once the machine is
cutting correctly, the light turns green. 
An orange light means the machine is on
hold and waiting for a new task.

Cosen MPS Roller tables

When cutting long material, the best solution
is to make use of the Cosen MPS roller
table. These tables are available in SERVO
and non-SERVO driven variants, and there
is the possibility for a smart measuring system.

Cosen Pulse: Mist Spray Unit

The Mist Spray Unit is most effective when cutting
specific materials such as I  beams and O tubes.
The Mist Spray Unit uses a small fork which is 
mounted directly above the saw blade, spraying small 
amounts of coolant onto the saw blade every 5 seconds.

Deviation Detector (Best in combination with alarm light)
The deviation detector is mounted on top of the saw blade
and measures deviation in the blade. When a deviation 
occurs, cutting stops and, if installed, the alarm light turns 
red, along with the sound of a loud buzzer. 



 

Visit our website to see which fairs we attend next!

www.cosensaws.eu 

25
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Visit our website to see which fairs we attend next!

Find us on social media!

https://www.facebook.com/cosenemea/

https://www.linkedin.com/company/cosenemea

Find videos and pictures of our machines!

YouTube: Cosen EMEA

https://www.flickr.com/photos/cosenemea

https://www.instagram.com/cosenemea/



cat. no. general-10508_
T

Y
M
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M

A
I

Willem Barentszweg 20
5928 LM Venlo
  

Cosen EMEA
europe@cosensaws.com  

  

T +31 (0)77-760 0280
www.cosensaws.eu  

Our locations

MEA

"Co" means “Pinnacle” in Mandarin, which perfectly portrays the company’s endless pursuit of 
excellence. All Coseneers are mountaineers at work, continuously aiming for innovation and 
improvement, setting a higher goal and conquering mountain tops one at a time.

"Sen" is derived from the word "sacred” and symbolizes the Olympic flame. Cosen embodies that spirit 
in its commitment to integrity and expertise in the production of great machines. From production of 
machines to delivery of promises, all Coseneers protect our promises to customers like the Olympic 
flame with integrity, care and professionalism.

Brand Defined

For mountaineers, endurance is essential to reaching that mountain top and the next peak after it.
As for machines, durability is the evidence of the quality components and craftsmanship put together.

Cosen believes in providing precise, durable machines for customers to keep their production going, which 
is crucial for the pro�tability of their business and at the same time, the key to Cosen’s sustainability. 

Knowing the importance and embracing the responsibility, Cosen’s corporate philosophy is de�ned as 
follows:

· Machines. We build ours to last.
· The Company. We grow it to sustain.

Our philosophy
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