TECHNICAL DATA | 1200 T

Opening force | stroke max. kN | mm 115 | 300 115 | 300

Platen daylight fixed | variable 2 600 | --- 600 | ---
Angle of rotation, left/right 180° 180°
Weight on rotary table max. kg

Ejector force | stroke max. kN | mm 45 | 175 45 | 175

BAM_25

Effective screw length

Calculated stroke volume max. cm3

Material throughput max. kg/h PS
max. kg/h PA6.6

12,5 17,5

Holding pressure max. bar 2500 2000 1580 2470 2000 1650
Screw circumferential 2 pumps max. m/min
speed 2 Accum. max. m/min 16 19 21 15 17 19

Feed hopper | 50 50
Net weight of machine 9200 9600

Qil filling

Electrical connection 3 kw
Total A 100 125 —
Machine - -

Heatmi
Upon request: other machine types and mould installation heights, screws, drive powers etc.
All specifications relate to the basic machine version. Deviations are possible depending on variants, process settings and
material type. Depending on the drive, certain combinations, e.g. max. injection pressure and max. injection flow may be
mutually exclusive.

1200 T 1600-400

1) Clamping force (kN) - size of injection unit = max. stroke volume (cm3) x max. injection pressure (kbar)
1200 T 2000-800 2) Specifications depend on the drive variant / drive configuration.

3) Specifications relate to 400 V/50 Hz.

4) Emission sound pressure level at the workplace. Detailed information in the operating instructions.
[]

Specifications apply to alternative equipment.
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