TUNKERS )

SHEET LAMINATORS

for application including working widths up to 1100 mm or 1450 mm with highest possible accuracy




SEMI-AUTOMATIC
SHEET LAMINATOR

comprising of:

@ Automatic feeder for base material
such as board, corrugated in
single-face and double-face and
similar materials

@ Manual feed for base material

® Glueing section with height adju-
stable infeed rolls and pneumati-
cally suspended pressure rolls

The selected modular design princi-
ple allows, that without exception,
all components and options can
be supplied at a later date and retro-
fitted.

@ Automatic glue pump system with
glue level control

® Transfer conveyor

® Feed table for manual print feed
@ Automatic laminating station
Layboy table

@ Press section with layboy table

With the Glueing Station all water
diluteable cold glues can be handled.
Additionalley, as an option, warm
glues can be applied.



AUTOMATIC

SHEET LAMINATOR

The automatic version of the machine
is supplied with feeders for the base
materials and for the base materials
and for the prints (cover sheets),
capable of laminating with an accu-
racy of approx. = 0.25 mm and at a
max. speed of 2800 laminations per
hour.

The speed is centrally adjustable by
means of frequency inverter control,
so that time consuming speed
adjustments of the individual modu-
les are no longer required.

The laminating station, as well as the
print feeder, are equipped with left
and right register control, so that

even double-sided laminations with
the afore mentioned accuracy can be
achieved without any problems.

As an option the working height of the
complete Laminator can be increa-
sed, so that a max. pile height of
15630 mm can be accommodated by

the feeder for the base material,
whilst at the outfeed of the machine a
similar height can be automatically
stacked (option).




pprox. 38 point

approx. 800 gsm ppr elelly
approx. = 0.01¢

approx. + 0,25 mm

laminating accuracy '

output up to 2800 sheets/hour
power supply 5,8 kW, 220/380 volts DC, 50/60 cycles
compressed air requirements 6 bar 90 psi

ariable spe Ay

® Glueing machines with bottom glue application up to 1200 mm wide for cold

‘and hot glue and Latex, for full surface and strip glueing of paper, board, etc.
'® Edge Gluers up to 240 mm wide for cold glue and hot glue and Latex
® Glueing machines with overhead glue application, fransfer conveyor, automatic
sheet feeder and glue circulation unit, up to 1500 mm wide for cold and hot glue
and Latex application  ~
® Nip roller presses up to 1100 mm wide with layboy table
® Pattern Glueing machines up to 1650 mm wide
@ Press Sections

[

@ Packaging Systems for folding cartons
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